
1. GENERAL NOTES
1.1     ALL METRIC DIMENSIONS ARE IN BRACKETS [X.X]
1.2     FEATURES CRITICAL TO QUALITY ARE INDICATED IN ROUNDED BOX  X.X

2. DESIGN NOTES
3. MANUFACTURING/SPECIAL REQUIREMENTS

3.1     NO VENDOR LOGOS OR MARKINGS SHOULD BE VISIBLE WHEN INSTALLED
3.2     BREAK ALL SHARP EDGES AND DEBURR PART FOR SAFE HANDLING
3.3     POWDER COAT EXTERIOR SURFACE PER COMMSCOPE’S PRODUCT COLOR/FINISH 
SPECIFICATION MTM1004 PER SUFFIX -XX. DO NOT POWDER COAT INTERIOR OF ASSEMBLY, 
OVERSPRAY IS PERMISSIBLE. INSPECT FINISH OF ASSY. TO COMMSCOPE’S MTM1004-0001, 
POWDER COATING INSPECTION ACCEPTANCE/REJECTION GUIDELINES.

4. TESTING  
5. PACKAGING

5.1 TO BE RECEIVED ASSEMBLED WITH ALL HARDWARE INSTALLED

REVISIONS

REV. ECN DESCRIPTION BY DATE

A 8000039784 INITIAL RELEASE BL1053 3/10/2020
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WASHINGTON BASE COVER FOR 10.75" OD 
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